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 2, 4, 6, 8, 12 15 x 15 x 15.5 1000 ft 32 lbs. 36

 Fiber  Box Length Weight Minimum
 Count Dimensions   Order

FTTx  
Service Drop Products
FTTx Reel-in-a-Box Features

●	 Easy-Flow Delivery Systems

●	 Light Weight

●	 Compact Packaging

●	 Weather Resistant Packaging

●	 Small Diameter

●	 Available in Dielectric and Locatable Cable 
Designs

Applications 

Sumitomo’s Reel-in-a-Box solution allows for 
quick and easy deployment of FTTx cables. The 
lightweight packaging increases transportability 
and eliminates the need for equipment that 
handles larger quantities of cable. This compact 
package reduces the need for slack storage of 
bulk cable when deploying your FTTx network. 
The package also allows the storage of cable 
in a small area, making it readily available for 
emergency restoration use.

Ordering Information
Create a Part Number by using this character set and codes:

SE - 1 L 3 4444 - A** - RB

4 Fiber Count (4-digits)
  Total number a fibers in 		
 the cable (0001 to 0012)

1 Fiber Type*
 5 = PureBand [ZWP]  
   Single-mode Fiber
 8 = PureAccess 
   Bend-Insensitive Fiber

3 Sheath
 W = All Purpose Drop
 V = Locatable Drop

Physical Characteristics

* Contact Customer Service for other available fiber types
** Fiber Attenuation Grade: 0.35/0.25dB/km (1310/1550nm)


