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Features

●	 Hermetically Sealed Corrugated  
Copper Sheath

●	 12 and 24-Optical Fiber Ribbons

●	 Hydrolytically Stable,  
High-temperature Polymers

●	 Central Tube Provides  
Easy Midspan Access

●	 Up to 432 Fibers

●	 Complies with EIA/TIA and  
Telcordia Requirements

Applications 

The Hostile Environment Ribbon optical cable 
is ideal for high density OSP environments 
where possible exposure to high temperature 
steam or other corrosive substances might 
occur. 

Its hermetically sealed central tube design 
allows deployment of optical fiber and makes it 
feasible to install cables in the most challenging 
environmental conditions.

 Maximum Tensile Load During Installation 600 lbs
 Maximum Recommended Service Load  200 lbs
 Minimum Bend Radius (During/After Installation) 20/10 x Cable OD
 Compression Resistance  440 N/cm (248 lbs/in)
 Installation Temperature Range -30 to 60°C (-22 to 140°F)
 Operation Temperature Range -40 to 130°C (-40 to 266°F)

 Property Specification

Specifications

Ordering Information
Create a Part Number by using this character set and codes:

SE - 1 R F 4444 - 5

1 Fiber Type*
 5 = PureBand [ZWP]  
   Single-mode Fiber

5 Fiber Attenuation Grades
 B = �Standard Single-mode 

0.40/0.30 dB/km  
(1310/1550 nm)

4 Fiber Count (4-digits)
 Total number of fibers  
 in the cable (0012 to 0432)

* Contact Customer Service for other available fiber types

 12 to 96	 1	 12	 17.1	 0.67	 381 256	 TS - 2
 108 to 216	 1	 12	 19.6	 0.77	 460 309	 TS - 3
 240 to 432	 1	 24	 23.7	 0.93	 630 423	 TS - 4

Physical Characteristics
 Fiber  Max. No. No. Fibers	 Diameter          	Weight	   Tube Entry
 Count of Tubes Per Ribbon	 (mm)		  (in.) (kg/km)	 (lbs/kft.) Tool

High Temp Outer Sheath

Ripcord

Corrugated Welded Copper  
Steam Barrier

Water Blocking Tape

Ripcord

High Temperature Inner Jacket

Ripcord

Dielectric Strength Elements

Water Blocking Tape

Central Tube

Water Blocking Gel

Ribbon Stack


